### PARTS LIST

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>PART NUMBER</th>
<th>DESCRIPTION</th>
<th>MATERIAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>32</td>
<td>C-FW-0.75-304</td>
<td>WASHER, 3/4&quot; FLAT</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>2</td>
<td>2</td>
<td>C-GF-6X0.06-BU</td>
<td>GASKET, 6&quot; FLANGE</td>
<td>Buna</td>
</tr>
<tr>
<td>3</td>
<td>16</td>
<td>C-HXB-0.75-10-304-3.25</td>
<td>HEX BOLT, 3/4&quot;-10 UNC x 3.25&quot; LG.</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>4</td>
<td>16</td>
<td>C-HXN-0.75-10-304</td>
<td>HEX NUT, 3/4&quot;-10 UNC</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>5</td>
<td>16</td>
<td>C-LW-0.75-304</td>
<td>WASHER, 3/4&quot; LOCK</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>6</td>
<td>1</td>
<td>CM-PRJ 1-02</td>
<td>INLINE MIXING BODY, 6&quot;</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>7</td>
<td>1</td>
<td>CM-PRJ 1-03</td>
<td>NOZZLE, 6&quot; INSERT, 2&quot; ORIFICE</td>
<td>Nylon</td>
</tr>
<tr>
<td>8</td>
<td>2</td>
<td>CM-PRJ 1-04</td>
<td>REDUCER, 6&quot;x4&quot; CONCENTRIC, FLGxFLG</td>
<td>Stainless Steel</td>
</tr>
</tbody>
</table>

**NOTES:**
1. DIMENSIONS = INCHES [mm].
2. 2" FLANGE 150#
3. INDUCTION PORT
4. 4" FLANGE 150#
5. FEED INLET
6. 4" FLANGE 150#
7. OUTLET
8. 2" TWIN TURBINE ORIFICE

**GENERAL ARRANGEMENT**

**Copyright:** This drawing is not to be reproduced or modified in any way without expressed written consent from V.G. Lott-Compatible Components Corp.